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o SOUTHWEST CORNER NORTH MEDIAN ISLAND
GENERAL NOTES ADDITIONAL QUANTITY NOTES - FROM SHEET DE-I:
. FOR 5 INCH CONCRETE SIDEWALK RECONSTRUCTION, SEE TYPICAL
SECTION, THIS SHEET. TYPE A CURB ANY HEIGHT OR DEPTH
EYISTING. GRADING , LOCATION QUANTITY (LF) N
. NORTHWEST CORNER (A) 2|
NON-TRAVERSABLE 2. ﬁtt B:mgﬁg:gmg &RETHAEPIT:IREOLXDIMATE. CONTRACTOR TO VERIFY NORTHNEST CORNER (A 2
SLOPED CONCRETE SIDEWALK -~ SLOPE ) SOUTHERST CORNER (6 o
XRANS'T'ON 10, DA ONTO 3. NO DISTURBED AREA SHALL BE LEFT UNSTABILIZ\I;ZED OVERlNg\]HTT
L2 X 1\ 2 | VARIES/ (F APPLICABLE) UNLESS THE RUNOFF IS DIRECTED TO AN APPROVED SEDIM HOT MIX ASPHALT SUPERPAVE 9.5 MM
SIDEWALK CONTROL DEVICE. FOR SURFACE, PG 76-22, LEVEL-3
2% MAX \ 4. SIDEWALK RECONSTRUCTION LIMITS SHALL COINCIDE WITH LOCATION QUANTITY (TON)
Ll | CRACK CONTROL JOINTS (JOINTER GROOVES) OR EXPANSION NORTH_MEDIAN ISLAND_(C) 2
- — JOINTS IN EXISTING SIDEWALK. NEW EXPANSION JOINTS | ;
L s SHALL BE PROVIDED AT THE INTERFACE OF EXISTING AND 3 INCH BGARSAED%%U%%GEREGATE DETAIL |
PROPOSED SIDEWALK. SEE SHA STD. NO. MD-655.0l. AT AT Y] / It
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TYPE A COMBINATION CURB AND
GUTTER MATCH EXISTING HEIGHT
AND DEPTH (8" MIN DEPTH), SEE
GENERAL NOTE 10, THIS SHEET

TOP OF EXISTING
PAVEMENT

BOTTOM OF EXISTING
PAVEMENT SURFACE

VARIABLE DEPTH HOT MIX ASPHALT
SUPERPAVE 9.5 MM FOR SURFACE,
PG 76-22, LEVEL 3, MATCH EXISTING

GRADED AGGREGATE BASE SURFACE COURSE PAVEMENT DEPTH.
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EX. UTILITY POLES, MANHOLE COVERS, VALVE COVERS, AND
FIRE HYDRANTS AS NECESSARY.

. RESET ANY SIGNS DISTURBED BY THE CONSTRUCTION AS
DIRECTED BY THE ENGINEER.

. EXISTING INLETS SHALL NOT BE DAMAGED DURING CONSTRUCTION.
DAMAGE TO THE INLETS WILL REQUIRE THE INLET TO BE REPLACED
AT NO ADDITIONAL COST TO THE ADMINISTRATION.

. EXISTING TREES, SHRUBS, AND THEIR RESPECTIVE ROOT SYSTEMS
SHALL NOT BE DISTURBED DURING CONSTRUCTION.

10.ALL TYPE A COMBINATION CURB AND GUTTER ANY

HEIGHT OR DEPTH SHALL HAVE CURB HEIGHTS AS
INDICATED ON PLAN. DEPTH OF CURB SHALL MATCH
EXISTING CURB DEPTHS AT TIE-IN LOCATIONS.

. ALL TYPE A CURB ANY HEIGHT OR DEPTH SHALL HAVE A
CURB HEIGHT SUFFICIENT ENOUGH TO RETAIN SOIL
GRADING BEHIND CURB RAMPS AS INIDICATED ON PLAN
AND A MINIMUM DEPTH OF 8 INCHES.
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MD 41 (PERRING PKWY) AT PUTTY HILL AVE

CONCRETE PAVEMENT

e DETECTABLE WARNING SURFACE
POOC SHA STD. NO. MD-655.40
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TYPE A COMBINATION CURB AND GUTTER 5 INCH CONCRETE SIDEWALK
ANY HEIGHT OR DEPTH LOCATION QUANTITY (SP)
—__LOCATION QUANTITY (LFY SOUTHWEST QUADRANT (H) 145
SOUTAWEST CORNER () 5
NORTH MEDIAN ISLAND () _ T HOT MIX ASPHALT SUPERPAVE 9.5 MM
DETECTABLE WARNING SURFACE FOR SURFACE, PG 7622, LEVEL-
SHA STD. NO, MD-655.40 LOCATION QUANTITY (TON)
(TYPE 3 BRICK PAVERS) NORTH MEDIAN ISLAND () 2
LOCATION QUANTITY (SF)
SOUTHWEST QUADRANT (W) 25 3 INCH GRADED AGGREGATE
BASE COURSE
LOCATION QUANTITY (5V2

NORTH MEDIAN ISLAND ()
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81 MOSHER STREET | BALTIMORE, MD 21217
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www.rkk.com
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